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■Plastic Modular Chain Instructions for Model WTU3010 Series 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

For Your Safety When Using Chain
Warning 

To avoid danger, observe the following rules. 
General 
●Do not use chain or chain accessories for any purpose other than their 

originally intended use. 
●Never perform additional work on chain (including machining, grinding, 

annealing, cleaning with acids or alkalis electroplating, or welding or cutting 
with a torch which will cause heat effects). These processes may cause the 
chain to break during operation, leading to a risk of severe injury. 

●When replacing a worn or damaged part, do not replace just the worn or 
damaged part. Replace all parts with new parts. The chain may break during 
operation, leading to a risk of severe injury. 

●When using chain in a lifting device, set up a safety barrier and do not allow 
anyone to go under the equipment. Also, when jigs or tools are connected to 
the edges of the chain, be sure to adequately lubricate the connecting parts. 
Detachment of the chain or unexpected chain breakage may lead to severe 
injury from flying or falling parts. 

●Strictly observe the general guidelines listed in Section 1, Chapter 1, 2nd 
Edition of the Japanese Occupational Safety and Health Regulations as well as 
rules and regulations concerning occupational safety and health in your 
region/ country. Always install safety equipment (safety covers, etc.) on chain 
and sprockets. There is a risk of severe injury from conveyed items or the 
chain as a result of becoming caught in the chain or from unexpected chain 
breakage. 

●Chain and sprockets must be inspected on a regular basis. Damaged parts, or 
parts that have reached the end of their service life, should be replaced with 
new parts. There is a risk not only of the chain not functioning properly, but 
also of severe injury from chain breakage or abnormal operation. Perform the 
work as instructed in the manual, catalog or other documentation that was 
provided with the product. 

●If using chain for people conveyors (moving walkways), install protective 
equipment on the conveyor for safety. There is a risk of bodily injury or 
damage to the conveyor if the conveyor runs out of control. 

During Installation 
●Before installing chain work, turn off the power switch and take measures to 

prevent it from being turned on accidentally. There is a risk of severe injury 
from becoming caught in the chain. 

●Always wear safety goggles when using hammers while working to connect 
chains. There is a risk of severe injury from flying metal fragments or splinters. 

●Secure the chain and parts to prevent them from moving freely. There is a risk 
of severe injury from chain components moving under their own weight, or 
from falling and body parts becoming pinched in the chain. 

Caution 
To prevent accidents, observe the following rules. 
●Understand the structure and specifications of the chain that you are handling. 
●Before installing chain, inspect it to make sure no damage occurred during 

delivery. 
●Inspect and maintain chain and sprockets at regular intervals. 
●Chain strength varies by manufacturer. Only Tsubaki products should be used 

when chain is selected using Tsubaki catalogs. 
●Start and stop the chain gradually, and do not subject it to sudden impact. 
●Do not apply initial tension to the chain. 
●Consult with a Tsubaki representative before using the chain in cases where it 

will be in contact with special liquids or used under special environments. 
●When using chains with engineering plastic pins under wet conditions, make 

sure that the temperature does not exceed 60℃. 
●Using a plastic top chain in a wet environment will decrease the resin’s self-

lubricating ability and thus shorten the life of the chain. 
●The operating temperature range for accessories, sprockets, and idlers made of 

UHMW-PE (ultra-high molecular weight polyethylene) is –20℃ to 60℃. 
Also, do not use in environments where such components will be exposed to 
steam. 

●Plastic chain is flammable. Do not use at temperatures above the maximum 
allowable temperature or use near open flame. Combustion may generate 
dangerous toxic gases. 

 

English 
Disconnection / Connection 
●Disconnection 

①Insert a small flathead screwdriver 

between the chain and plug-clip on the 

side of the chain. 

②Remove the plug by levering it out. 

Be careful not to let the plug jump at 

this time. 

③Remove the plug on the opposite side  

as in ① and ②. 

④Insert the bar inside the pin hole on the 

side of the chain, then push out the pin. 

⑤Grip the pin coming out from the other 

end, then disconnect the sections of the 

chains. 

●Connection 

①Connect the sections of 

the chain by pulling them towards each 

other and inserting the pin from one of 

the ends. 

②Then use a plug to block the pin 

insertion section. 

③At this point, while noting the direction 

of the plug, insert the plug until it 

makes a click sound. 

④Double check that the plug is placed 

correctly. 

Note: Use only the attached or dedicated pins for connecting chain. 
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