Shaft Arrangement

Worm Power Drive

Arrows in figures indicate direction of rotation.

Ko

EWJ/EW Series

BOL-R BOL-LR BOILH
B type
BOIR-L BOIRLR BCIR-H
OL- ([ OL-
i VOLRU VOLRD VOL-RUD
VOR-LU VOR-LD VOIR-LUD

Note 1) When selecting B type for EWJ50 and EWJ63 double reduction models, the code will be “T” instead of “B”. Eg. EWJ50T100L-R
2) Hollow output shafts are available only for EW Series.
3) Keyway positions do not match one another on double ouput shafts. Please contact Tsubaki representative when required.

EWJM/EWM(R) Series

Arrows in figures indicate direction of rotation.

BOIL-LR
B type
BOR-LR
OL oL
V type VLILRD VOL-RUD
VOR-LU VOR-LD VOR-LUD

Note 1) When selecting B type for EWJM50 and EWJM63 double reduction models, the code will be “T” instead of “B”

Eg. EWJM50T100L-R020S

2) Hollow output shafts are available only for EWM Series.
3) Keyway positions do not match one another on double ouput shafts. Please contact Tsubaki representative when required.

SW/SWM(R) Series

Arrows in figures indicate direction of rotation.

Without motor

With motor

A

B type
B-R-SLF
J
V type %
VR-SLF V-L-RF V-L-SRF V-R-LF V-R-SLF

Note) Keyway positions do not match one another on double ouput shafts. Please contact Tsubaki representative when required.
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